


Colour Changing Colour Changing

CombiLED Driver Loadings CombiLED Indirect Kit

Controller JC71158 JC71159 JC71160 JC71161 An innovative compact and discreet indirect lighting solution LED available in-
Number of Outputs 1 2 4 10 . P . .
Max Wattage per Output RGB 36W 36W 36W 36W Ideal f<_3r creating w_allwashes, concealed lighting behind covered areas
Max Wattage per Output RGBW 48W 48W 48W 48W or behind frosted display surfaces
Code: Description: Wattage: |Maxfittings ~ Max Max fitings ~ Max Max fittings Max Max fittings ~~ Max 50,000 hours average life

per output ~ controller per output  controller peroutput  controller | per output  controller RGBW MIX

Easy to install with linkable patch leads included

JC71154  CombiLED Indirect 45 10 10 10 20 10 40 10 100 Lights up to three metres
Finishes
JC71146  CombiLED Recessed iz
Ceiling Module 33 10 10 10 20 10 40 10 100 =
JC71147 CombilLED Recessed Classificat
Ceiling Module 6.5 5 5 5 10 5 20 5 50 EEHLLELEN
@ W 28v DC
JC71150  CombiLED Linear 131 2 2 2 4 2 8 2 20
JC71151  CombilED Linear 196 1 1 1 2 1 4 1 10 Lot _
Body: Die-cast aluminium
JC71152  CombiLED Linear 26.1 1 1 1 2 1 4 1 10
JC71144  CombiLED Inground 6.6 5 5 5 10 5 20 5 50
JC71145 CombiLED Inground 13.1 2 2 2 4 2 8 2 20 24
|
JC71142  CombiLED Aqua 6.6 5 5 5 10 5 20 5 50
JC71143  CombiLED Aqua 131 2 2 2 4 2 8 2 20
JC71141  CombiLED Deck 33 10 10 10 20 10 40 10 100
JC71148  CombiLED Wall 33 10 10 10 20 10 40 10 100 71154
JC71149  CombiLED Wall 6.6 5 5 5 20 5 20 5 50

JC71137 CombilLED

Colourwash RGB 36 [} [} [ ] [} [} [} [ [
JC71138 CombiLED Colourwash
Multitone White 36 (] [ ] [ [ (] (] [ ] o

JC71157 CombiLED Colourwash
Floodlight 36 1 1 1 2 1 4 1 10

@ = Built in Controller
See page opposite for more driver info

Description: Total Wattage:

JC71154 Indirect 6 light kit RGBW 0.2kg 4.5W RGBW
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